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Storm Drainage Computations

Name: LOT 1 - SPRING STREET, CARVER Proj. No.: 217-182 Design Parameters:

Date: 14-Jun-22 7 Year Storm Boston

Client: American Electrical Const., Inc. Computed by:  AWL  

 Checked by:                 BCM ke= 0.5

LOCATION AREA C C x A SUM  FLOW TIME (MIN) i*  DESIGN    CAPACITY PROFILE

DESCRIPTION FROM TO (AC.) C x A PIPE CONC Q V n PIPE SLOPE Q full V full LENGTH FALL RIM INV INV W.S.E. Freeboard H loss

TIME cfs fps SIZE ft^3/s ft/s ft ft UPPER LOWER ft ft junction

CB 1-1 DMH 1-1 0.704 0.68 0.48 0.48 0.91 6.0 7.0 3.3 3.9 0.013 15 0.0065 5.2 4.2 210 1.36 143.50 140.59 139.23 141.0 2.5 0.00

CB 1-2 DMH 1-1 0.756 0.61 0.46 0.46 0.02 6.0 7.0 3.2 5.4 0.013 12 0.0167 4.6 5.9 6 0.10 143.50 139.33 139.23 139.8 3.7

DMH 1-1 DMH 1-2 --- --- --- 0.93 0.67 7.3 6.7 6.2 4.3 0.013 18 0.0055 7.8 4.4 174 0.96 143.50 139.03 138.07 140.6 2.9 0.00

CB 1-3 DMH 1-2 0.486 0.724 0.35 0.35 0.03 6.0 7.0 2.5 4.2 0.013 12 0.0100 3.6 4.5 7 0.07 141.30 138.68 138.61 140.3 1.0 0.28

DMH 1-2 DMH 1-3 --- --- --- 1.29 0.13 7.9 6.5 8.4 5.0 0.013 18 0.0066 8.5 4.8 38 0.25 141.50 138.07 137.82 138.7 2.8 0.00

CB 1-4 DMH 1-3 0.335 0.80 0.27 0.27 0.51 6.0 7.0 1.9 3.0 0.013 12 0.0050 2.5 3.2 94 0.47 141.30 138.80 138.33 139.2 2.1 0.00

DMH 1-3 FES --- --- --- 1.91 0.18 8.1 6.5 12.4 4.4 0.013 24 0.0035 13.4 4.3 48 0.17 141.90 137.67 137.50 139.2 2.7 0.00
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